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Einfache Konfiguration von Vingtor-STENTOFON AlphaCom-
Servern
AlphaPro ist das Programmiertool für die Austauschserien AlphaCom, AlphaCom E und AlphaCom XE. AlphaPro
bietet die Möglichkeit, die Funktionen des Austauschs offline zu programmieren und bei Bedarf diese
Programmierung in den Austausch herunterzuladen.

Die AlphaPro-Software steht zum Download zur Verfügung, kontaktieren Sie uns für weitere Informationen. Durch
Lizenzierung kann sie in einem von zwei Modi betrieben werden:

AlphaPro M

AlphaPro Professional
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AlphaPro M ist ein kostenloses Tool; es unterstützt die meisten Funktionen des AlphaCom-Austauschs, mit den
folgenden Einschränkungen:

Für AlphaPro Professional ist der Kauf des Artikels 1009291120 erforderlich: AlphaPro Professional, USB-Dongle

Neue Versionen der AlphaPro-Software werden regelmäßig bereitgestellt. Der Dongle, der für die Professional-
Version benötigt wird, kann mit jeder Version der AlphaPro-Software verwendet werden.

Ab AlphaPro-Version 11.5.3.0 ist AlphaPro kompatibel mit Windows 7, 8, 8.1, 10 und Windows 11. Frühere
Versionen von AlphaPro erfordern Windows XP.

Siehe auch: zusätzliche Dokumentation auf wiki.zenitel.com

Die maximale Anzahl der programmierbaren Teilnehmer beträgt 36

Keine Unterstützung für AlphaNet
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Spezifikationen

GENERAL

Weight 0.06 kg/0.13 lbs

Last revision date: 2024-04-05 08:44

page 3/3

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.


	AlphaPro Professional
	Beschreibung
	Einfache Konfiguration von Vingtor-STENTOFON AlphaCom-Servern

	Spezifikationen


