
DATASHEET

IP-66 Certification ATEX

2330040025

VSP-512-AKHS-10
Casque avec bandeau certifié ATEX, câble de 10 m

Description

Technical Dimensions

Casque très résistant destiné à être utilisé avec un système de téléphones autogénérateurs en atmosphères explosibles

Microphone à compensation de bruit 

Excellente qualité audio

Des oreillettes optionnelles peuvent être connectées pour une meilleure qualité audio dans les environnements
extrêmement bruyants

Connecteur standard Nexus 4 pôles pour une connexion et un remplacement faciles 

Fourni avec le câble certifié ATEX pour casque avec PTT 2330040027 AK6797 (10 mètres)

Conçu pour le poste ATEX VSP-512
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Spécifications

GÉNÉRAL

Poids 0,4 kg

Températures de
fonctionnement

De -40°C à +60°C

Indice de Protection IP IP-66

Impédance 230 Ohm

Sensibilité du microphone 4 mV / 220 Ohm

Réponse en fréquence 90 - 7000 Hz

Réduction de bruit -12 dB à 1 kHz

ATTÉNUATION DU
BRUIT

Au dessus de 1 kHz : De -35 à -40 dB

500 - 1000 Hz De -27,5 à -35 dB

125 - 500 Hz De -15 à -27,5 dB

H84
31 dB (avec oreillette : 39
dB)

M84
26 dB (avec oreillette : 37
dB)

L84
20 dB (avec oreillette : 33
dB)

SNR84
29 dB (avec oreillette : 40
dB)

NRR 21 dB

Used With

page 3/4

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.



VSP-512

Poste secondaire à sécurité
intrinsèque
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