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A8B230BB
Sonnette gong industrielle

Description

La sonnerie à   solénoïde  haute qualité A8B230BB est conçue pour une utilisation dans les milieux commerciaux,
industriels et des transports. Disponible en trois tailles, ce module diffuse une sonnerie claire et audible sans bruit
métallique. Plus le gong est grand et plus le son sera fort, riche et profond. Une fois installé dans le boîtier
optionnel, le module est waterproof et convient à une installation dans les endroits les plus exposés. 

Technical Dimensions

Fournie avec une plaque de montage universelle qui convient à toutes les installations

Construction moulée sous pression extrêmement robuste

Fiable et résistante

Last revision date: 2022-08-26 09:28

page 1/3

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.



Last revision date: 2022-08-26 09:28

page 2/3

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.



Spécifications

GÉNÉRAL

Tension 230 VAC

Dimensions 203 mm

Niveau de son 102 dB

Courant 62 mA

Températures de
fonctionnement

De -35°C à +66°C

Indice de Protection IP IP-44

Tonalité Continue
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