
DATASHEET

1020600750

VMP-36-PEL
Casque audio avec microphone et câble 10 m

Description
Combiné pour connexion directe à un poste VMP

Intègre une boîte de commutation avec ON / OFF, une touche PTT et un clip de ceinture

Câble de 10 mètres

Inclut un support de casque pour montage mural

À utiliser dans les environnements bruyants
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Poste secondaire
industriel

Haute résistance

Poste principal industriel

Anti-bruits de fond

Poste principal industriel
léger

Industrial Substation

Heavy Duty

Spécifications

GÉNÉRAL

Connexion
Connexion directe à un
poste VMP

Casque audio MT 7H7A

Couleur Noir

Indice de Protection IP IP-54

Dimensions Voir le schéma

Poids 1,1 kg

RÉFÉRENCE DESCRIPTION POIDS À L'EXPÉDITION

1020600750
VMP-36-PEL Casque
audio avec microphone
et câble 10 m

1,1 kg

2330040012
MT90-02 Laryngophone
pour VSP-36-PEL(P), P-
MT7, VMP-36-PEL(P)

Used With

page 2/3

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.

https://www.zenitel.com/fr/product/poste-secondaire-industriel
https://www.zenitel.com/fr/product/poste-principal-industriel-0
https://www.zenitel.com/fr/product/poste-principal-industriel-leger
https://www.zenitel.com/product/industrial-substation


Poste principal industriel

Haute résistance, 4 TAD
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