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IP-67 Certification ATEX

MDH56QCN9PA3AN

Gamme DP4800/4801 Ex
Portatif numérique ATEX avec affcheur

Description
Que ce soit sur une plate-forme pétrolière ou dans une mine à ciel ouvert, vos employés sont quotidiennement
exposés à des risques tels que les gaz explosifs ou les poussières combustibles. Une communication sans danger et
fiable est essentielle dans ces environnements à risques. La radio numérique MOTOTRBO™ se distingue par sa
puissance et ses performances.

Le portatif DP4801 Ex certifié ATEX offre des communications voix et données inégalées avec GPS intégré,
fonctionnalité de messagerie texte et afficheur couleur de la messagerie texte avec mode jour/nuit pour en faciliter la
lecture. Avec les fonctionnalités Audio intelligent et annonce vocale personnalisable, vous bénéficierez également de
la meilleure qualité audio du marché.

Disponible en bandes de fréquences UHF et VHF, le DP4801 Ex est doté d'un afficheur de 5 lignes, d'un clavier
complet, d'une capacité maximale de 1  000  canaux, de 5 boutons programmables, d'un bouton d'urgence, des
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fonctions d'alarme de perte de verticalité (Man Down alert) et protection travailleur isolé (Lone worker) ainsi qu'un
indice de protection IP-67 contre la poussière et l'eau.

page 2/2

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.


	Gamme DP4800/4801 Ex
	Description


