V Zenitel DATASHEET

2310101039

WV-CW364SE

Camera D/N alu dome 2.8-10mm 3.6x varifocal 24Vac IP66

o P66

Description

This item has been replaced by item number2310111100, 2310111102, 2310101038
v, High resolution: 540 TV lines

v High sensitivity with True Day/Night function

v High sensitivity with Simple Day/Night function

v ABS (Adaptive Black Stretch) enhances visibility of dark area without degrading image quality in bright area.
v, Vandal resistant mechanism for high reliability

v) 2.8 ~10 mm 3.6x Varifocal Auto Iris lens

v Internal/Multiplexed Vertical Drive (VD2) synchronization

v 3-way hinge (horizontal, vertical and swivel rotation) for easy installation

v, Indoor/Engine type
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https://www.zenitel.com/product/oc-ndc-2mp
https://www.zenitel.com/product/ic-ndc-2mp

Specifications

GENERAL

Size (W x Q) 146 x 164 mm
Weight 1.05 kg
Power consumption 2,9 W (24VAC)

page 2/2

www.zenitel.com info@zenitel.com Last revision date: 2025-01-14 12:56
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel — All rights reserved.



	WV-CW364SE
	Description
	Specifications


