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129WW-IP-MF
Outdoor IP Camera w/ STT housing

Description
ISI316L stainless steel construction

For use in highly corrosive environments

Easy installation and maintenance

Integrated wiper version available

Weatherproof standard IP66 / IP67

Suitable for analog and IP cameras

Day / Night and IR Thermal versions available
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Refined and modern design

Camera inside housing: 1080p 2,8-12mm
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Specifications

GENERAL

Dimension

Operating Temperature
-20° + 60° C (-4° + 140°
F)

Construction ISI316L Stainless Steel

Cable entries
2 M20 x 1,5 nickel
plated brass cable
glands (included)

Last revision date: 2022-08-26 09:28

page 3/3

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.


	129WW-IP-MF
	Description
	Specifications


