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HDMI Encoder 1000
HDMI Encoder 1000 w/ 1xHDMI or 1x Audio Input

Description
The HDMI Encoder 1000 can be used with 1x HDMI or 1x audio input. It is ideal for encoding signals from DVB receivers,
DVD & Blu-ray players, ECDIS, AM/FM/DAB tuners, etc. The device supports HDMI/audio input and encodes in H.264
format, after which, the IP signal output is sent over UDP (multicast), RTP/RTSP, HTTP, HLS.

page 1/2

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.



Specifications

ENCODER SECTION

HDMI Input

Video Resolution

1920x1080, 1680x1050,
1280x720, 1600x1200,
960x540, 720x576,
704x576

Encoding H.264

Bit rate up to 12 Mbit

Audio Input Encoding AAC/MP3

Sampling rate 32, 44, 48KHz

Bitrate up to 384 Kbit

Stream Out
IP out over UDP(
Unicast/ multicast),
RTSP, HTTP, HLS

GENERAL

Weight 0.5 kg

Operating temperature -20 °C to +60 °C

Working humidity <90%, Non-condensing

Power supply
Input: 100 - 240VAC
50/60Hz

Output: 12V DC 2A

Dimensions 170 x 130 x 30 mm
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