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VIPEDIA-BOAO1

Din Rail Mount RJ45 Breakout Adapter - Single Port

v) DIN RAIL MOUNTED

~) SIMPLIFIES SYSTEM BUILD

v) FLEXIBLE CONNECTION AND USAGE

~) TO BE USED WITH STANDARD CAT5/6 CABLES

v, BREAKOUT OF CONNECTION FROM ONE RJ45 PORTS
~) DAISY CHAIN CONNECTIONS

v) END OF LINE MONITORING RESISTOR POSITIONS

Civil Defence Approval Commercial Audio f’n}\ Voice Alarm Eﬂ))) Public Address EN54 EN 54 Certified

Description
The BOAOT1 is a DIN rail mount RJ45 cable break out adaptor

It has many uses in providing connections from non-RJ45 installation wiring to ASL VIPEDIA Audio routers, and to similar
equipment with RJ45 connections. The primary applications are:
v, Break out all of the connections from one RJ45 port, to eight screw terminals.

v, Break out of the two Audio Input connections from each of four VIPEDIA-12 Audio Input

Used With
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@aDante
SPOKEN HERE

VIPEDIA-12-PRO VIPEDIA-12-NET V2000
PAVA Audio router with PAVA Audio router with PAVA 2000W Power Amplifier
network card - Dante Enabled network card Mainframe (0 amps Pre
Installed)
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https://zenitel.com/product/vipedia-12-pro
https://zenitel.com/product/vipedia-12-net
https://zenitel.com/product/v2000
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