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VIPEDIA-BOA02
Din Rail Mount RJ45 Breakout Adapter - Four Port

Description
The BOA02 is a simple Quad DIN Rail mount RJ45 cable break out
adaptor
It has many uses in providing connections from non-RJ45 installation wiring to ASL VIPEDIA Audio routers, and to similar
equipment with RJ45 connections.

The BOA02 has four RJ45 I/O ports and four blocks of eight terminals, plus four screen terminals. The four pairs of signals
from each RJ45 port are each taken to a pair of terminals on one of the terminal blocks, and each terminal block has an
associated screen connection. The primary applications are:

Used With

DIN RAIL MOUNTED

SIMPLIFIES SYSTEM BUILD

FLEXIBLE CONNECTION AND USAGE

TO BE USED WITH STANDARD CAT5/6 CABLES

BREAKOUT OF CONNECTION FROM FOUR RJ45
PORTS

Break out all of the connections from one RJ45 port, to eight screw terminals.

Break out of the two Audio Input connections from each of four VIPEDIA-12 Audio Input
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VIPEDIA-12-PRO

PAVA Audio router with
network card - Dante Enabled

VIPEDIA-12-NET

PAVA Audio router with
network card

V2000

PAVA 2000W Power Amplifier
Mainframe (0 amps Pre
Installed)
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https://www.zenitel.com/product/vipedia-12-net
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