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SFP-SM1G

Small Form Factor Pluggable Optical
Transceiver - Single Mode Fibre OS1-2

SFP-CU1G

Small Form Factor Pluggable Optical
Transceiver - RJ45 Copper

SFP-MM1GC

Small Form Factor Pluggable Optical
Transceiver - Multi Mode Fibre OM1-4

Public Address Voice Alarm Commercial Audio Civil Defence Approval EN 54 Certified

1200571000

NETWORK-SWITCH-LP01
PAVA Network Switch - Layer 2

Description
Managed industrial ethernet switch, designed to provide ASL’s safety critical Secure Loop
network for medium to large installations.
The NETWORK-SWITCH-LP01 is a Managed Industrial Switch specifically designed to suit heavy industrial environments and contains all the standard features
to deploy in an EN 54 Voice Alarm system. Engineered with hardened components and enclosed in a rugged IP30 aluminium case, the NETWORK-SWITCH-
LP01 can operate in a wide temperature range and also has excellent tolerance capability to high vibration and shock. The switch is also equipped with a variety
of management functions that let you configure communication parameters as you desire, and can monitor the network behaviour in number of different simple
ways. In addition, the switch is built with dual redundant power inputs to ensure reliability and maximize network up time whilst ensuring full compliance with EN
54-16.

Accessories

EN 54-16 CERTIFIED

SIMPLE DIN RAIL MOUNT

ROBUST PERFORMANCE AND CAN WITHSTAND EXTREME INDUSTRIAL
ENVIRONMENTS

SUPPORT RSTP AND XPRESS RING

SUPPORTS IGMP SNOOPING v1/v2/v3

8 x 10/100BASE-TX (RJ45)

2 x 100FX/GbE SFP Slots
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VIPEDIA-12-NET

PAVA Audio router with network card

VIPEDIA-12-PRO

PAVA Audio router with network card -
Dante Enabled

INTEGRA-PRO-03

PAVA Wall Mount System (3 amp
channels pre installed) - Dante®
Enabled

INTEGRA-PRO-05

PAVA Wall Mount System (5 amp
channels pre installed) - Dante®
Enabled

INTEGRA-PRO-07

PAVA Wall Mount System (7 amp
channels pre installed) - Dante®
Enabled

INTEGRA-PRO-10

PAVA Wall Mount System (10 amp
channels pre installed) - Dante®
Enabled

INTEGRA-03

Wall Mount PAVA System (3 amps)

INTEGRA-05

PAVA Wall Mount System (5 amp
channels pre installed)

INTEGRA-07

PAVA Wall Mount System (7 amp
channels pre installed)

Used With
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INTEGRA-10

PAVA Wall Mount System (10 amp
channels pre installed)
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