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UPS-APC-CARD
APC Relay I/O Smart Slot card

Description
The UPS-APC-CARD, also known as the APC Relay I/O Smart Slot card, is a UPS management card with dry
contact (relay) support. It is designed to be used with the UPS-APC-3000-230R, UPS-APC-3000-230T, and UPS-
APC-4500-230T uninterruptible power supply units. This card allows you to monitor external triggers and initiate
actions on external devices using the dry contact (relay) support. It is installed in a Smart Slot, which is a dedicated
expansion slot found on certain APC UPS models. The UPS-APC-CARD is a powerful tool for managing and
maintaining your UPS system, allowing you to monitor and control various aspects of the UPS and connected
devices. It is an essential component for ensuring the reliable and efficient operation of your UPS system.

The APC Relay I/O Smart Slot card offers the following features:
1.    UPS status information is presented through 6 fully isolated output relays, which can be expanded to 8 using
the universal input/output ports and the optional Dry Contact I/O Accessory
2.    UPS control and testing using 4 optoisolated input contacts
3.    UPS control and testing based on environmental conditions using the universal input/output ports and an
optional Environmental Sensor
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Programmable Inputs:
1.    Turn the UPS on
2.    Turn the UPS off
3.    Turn the UPS off safely
4.    Start the UPS self-test
5.    Shut down the UPS when on battery, except for self-test or runtime calibration
6.    Put the UPS in bypass if the bypass is available on the UPS.
7.    Shut down the UPS when on battery except for self-test or runtime calibration.

Programmable Outputs:
1.    The UPS is on battery (e.g., during a power failure, self-test, or runtime calibration)
2.    The UPS has a low battery
3.    The protected load is not receiving power from the UPS or there is a communication issue between the UPS
and the Relay I/O Card
4.    The UPS battery needs to be replaced
5.    The UPS is overloaded
6.    The UPS is in bypass by selection from software, front panel, or rear panel.
7.    Any UPS fault or self-test failure. 
8.    Any UPS fault, self-test failure, or overload.
9.    Any UPS fault, self-test failure, overload, or replacement of the battery

The package includes the Dry Contact I/O SmartSlot Card, a USB A to Mini B cable (for accessing the
Configuration Utility), and a printed manual.
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UPS-APC-3000-230R

Online UPS with extra
battery 3000W/30min,
230VAC. Rack mount.

UPS-APC-3000-230T

Online UPS w/extra batt. -
3000W/30min, 230VAC -
Tower mount

UPS-APC-4500-230T

Online UPS w/extra batt. -
4500W/30min, 230VAC -
Tower mount

Specifications

GENERAL

Dimensions (HxWxD)
38mm x 121mm x
114mm

Weight 0.21 kg

Used With

page 3/3

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.

https://www.zenitel.com/product/ups-apc-3000-230r
https://www.zenitel.com/product/ups-apc-3000-230t
https://www.zenitel.com/product/ups-apc-4500-230t
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